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Thank you for purchasing Erica Synths Pico Series module!
With Pico Series we challenged ourselves – can we make ANY 
superior functionality synth module 3HP wide and affordable? 
Yes, we can. 

Erica Pico QUANT QUANT is advanced CV quantizer with some 
unique features – quarter tone accuracy and the web-based 
interface for creating user generated scales. 
See instructions, how to use scale generator software below!

8 preset scales
Web based interface for user generated and extra preset scales
Microtonal quarter tone scales 
Adjustable tolerance
Adjustable CV glide between notes
Clocked and independent quantization

Minimum accuracy  1/4 tone
CV IN amplitude (negative voltages are ignored)  -10V - +10V
CV OUT amplitude  0V - +8V
Glide time  0 – 1”
Power consumption  +25mA, -6mA
Module width  3HP
Module depth  35mm
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Use this knob to adjust quantizer 
tolerance – a CV range around the 
given note CV in which the module 
advances to the next CV stage.
 Full CCW setting gives 50% tolerance, 
in other words, the quantizer will 
advance to the next note 
approximately in the mid way between 
notes; full CW setting gives 10% 
tolerance, meaning, the quantizer will 
advance to the next note when 
incoming CV is very close to the CV of 
the given note. See the illustration 
below. Tolerance control is 
particularly useful when random CV 
or noise is applied to the CV input. Glide knob sets the glide time 

between notes. For quick sequences it 
will work like wet/dry 
(CCW-quantized/CW-no-quantized) 
control

For clocked quantization patch 
the clock signal here

This is unquantized CV input

This is quantized CV output

Push this button promptly 
to switch between 8 scales.
Push and hold a button for 2” and 
module will advance to scale 
upload mode. 
LED will start blinking red.

The RGB LED indicates currently 
selected scale. Refer to the table of  
preset scales below! 

CLK OUT LED will blink 
on each CV change

This is output of quantizer trigger. If 
nothing is patched in CLK IN, the output 
trigger will appear on each CV step 
change
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TOLERANCE control in action

SCALE CV1 SCALE CV2 

50% 
TOLERANCE, 

CCW 

10% 
TOLERANCE, 

CW 

CV OUT WITH 50%
TOLERANCE (CCW)   

SCALE CV1 SCALE CV2 

CV IN 50% 
TOLERANCE, 

CCW 

10% 
TOLERANCE, 

CW 

CV IN 

CV OUT WITH 10%
TOLERANCE (CW)   



Table of algorithms

LED COLOR LOGIC FUNCTION

Diatonic

Double harmonic major (Arabian)

Harmonic minor

 Blues

Diminish

Pentatonic

Whole-tone

Chromatic



The Pico QUANT Pico QUANT scale design interface allows you to design your own unique scales with ¼ semitone accuracy or select one of 16 predefined scales. 
Follow simple steps to design an upload scales to the module!

1) Open the Pico Quant web interface on your laptop or smartphone: www.ericasynths.lv/quant 

2) Connect your laptop or smartphone headphones output to the CLK IN on Pico QUANT module.

3) Now you can start to design the scales or select ready ones from the dropdown.

4) First click on SEMI/QUARTER to select regular, semitone scales or microtonal, quarter note scales.

5) If you wish to select preset scales, use the SCALES dropdown and select the scale, you wish to use – it will appear as dots on the keyboard. If you wish to design your own scale, click the 
keys on the keyboard to set active notes for each scale! The black or white dots will appear on the keys. 

6) Once you are happy with the scale, push and hold the SCALE button on the module for 2” to initiate scale upload mode (the LED will start blinking RED), use dropdown next to UPLOAD to 
select one of 8 slots corresponding to LED colors, where the scale will be uploaded, and hit UPLOAD button! It will take one second or something for upload to complete, and the LED will 
blink green once to signal that the upload has been successful. 

7) Now you can design next scale and upload it to another slot. If you select a slot which already has scale installed, it will be overwritten.

8) You also can save scales on your laptop, and load previously saved scales from it. To do so, use SAVE and LOAD buttons and browse the location for saving scales or loading them.

You can access Pico QUANT scale design interface from your laptop or smartphone on: www.ericasynths.lv/quant 



Water is lethal for most of the electric devices, unless they are made 
waterproof. This Erica Synths module is NOT intended for use in a humid or 
wet environment. No liquids or other conducting substances must get 
into the module. Should this happen, the module should be disconnected 
from mains power immediately, dried, examined and cleaned by a 
qualified technician. 

Do not expose the module to temperatures above +50° C or below -20° C. If 
you have transported module in extreme low temperatures, leave it in 
room temperature for an hour before plugging it in.

Transport the instrument carefully, never let it drop or fall over. 
Warranty does not apply to modules with visual damages.

The module has to be shipped in the original packaging only. Any module 
shipped to us for return, exchange and/or warranty repair has to be in 
its original packaging. All other deliveries will be rejected and 
returned to you. Make sure you keep the original packaging and 
technical documentation. 

This device complies to the EU guidelines and is manufactured RoHS 
conforming without use of led, mercury, cadmium and chrome. 
Nevertheless, this device is special waste and disposal in household 
waste is not recommended.
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You will find Erica Synths terms of warranty at www.ericasynths.lv.

Items for return, exchange and/or warranty repair have to be sent to:

Erica Synths

Andrejostas Str.  43

Riga

Latvia

LV-1045

User manual by Girts Ozolins@Erica Synths 

Design by Ineta Briede@Carre Branding

Copying, distribution or any commercial use in any way is prohibited and needs the written 

permission by Erica Synths. Specifications are subject to change without notice.

In case of any questions, feel free to contact us through www.ericasynths.lv or via e-mail 

info@ericasynths.lv

Please follow the instructions for use of the Erica Synths module 
below, ‘cause only this will guarantee proper operation of the module 
and ensure warranty from Erica Synths. 


